
PHILCO 
Service Bulletin~No. 85-A 

Model 90 
(Serial Nos. B-32,001 to B-35,000 and Above B-53,100) 

Model 90 receivers are for operation on 100 to 130 volt, 50-60 cycle AC lines. This receiver is 
a nine tube superheterodyne with push-pull pentode output. Automatic volume control, 
4 point tone control, super control screen grid tubes and combination first detector and 
oscillator tube are some of the additional features. The maximum power consumption 
is 100 watts. 

Table 1-Tube Socket Readings Taken with A.C. Set Tester-A.C. Line 115 Volts 
i 

Tube : Filament Cathode Plate 
Volt■ Volt■ Grid Grid Volt■ Milli-

Type Circuit Volt■ Volt■ Ampere• 

Plate I Control I Screen 

-•-· - -- .. -----,--- ·- -- -- ···- ···-·•- --·-- - -·- ··•·--- •- -·--- -
35 R.F. 2.5 225 0 38 fl 4.2 
24 Det .-Osc. 2.5 215 12 40 22 .5 
35 I.F. 2.5 235 10 38 10 1.0 
27 Det . Rectifier 2.5 ... . .. . . . 10 . ... 
27 Det . Amplifier 2.5 50 0 ... 1. 1.0 
27 1st Audio 2.5 90 0 1. 5.0 
-17 { Output 2.5 210 10 225 .. 31. 
47 2.5 210 10 225 31. 
80 Reetifier 5.0 225/p late . . . ... . . . . . .. 

. .\bove readings taken with volume control at maximum and dial turned to low frequnecy end. 

Terminal• 
Fir• • 1 and 2 

1- 2 
4 

3-5 
li -8 

7 
9-10 
11-13 

12 

No•. on Fiir•• 
1 and 2 

Table 2-Power Transformer Voltages 

A.C. Volt■ Circuit 
-- --- -- ---- --- ---- ------ --

115 

2.5 
2.5 

5.0 
665 

Primary 
Center Tap Heater 
Heater 
Filament 47's 
Center Tap Filament 47's 
Filament 80 
Plates 80 
Center Tap Plates 80 

Table 3- Condenser Data 

Capacity (Mfd. ) 
----- -- --- ---- --- ·----------- -·-

.00011 

.00041 

.0007 

.001 

.01 

.015 

.05 

.09 

.09 & 200 Ohms 

.15 
2- .25, 2- .5 

6. 
6. 

Table 4- Resistor Data 

Color 

White 
Black , Yellow Tra cer 
Black 
Dark Green 
Black , Green Tra cer 
Light Blue 
Yellow 
Yellow, Green Tracer 

Container 

Blue and Golden Yellow 
Yellow and Orange 
White and Golden Yellow 
Green and Whit e 
Black Bakelit e 
Black Bak elit e 
Black Bakelite 
Black Bakelite 
Black Bak elite 
Black Bak elit e 
Metal 
Electrolyti c 
E lect rolytic 

i i I Color 
Noa. on Figa . 1 Power l Reaiataneo 

-- - - ._..,_, ~ ----1 - -( -T-~w-T-~-r -~-Ls-) ___ , ____ ,o•~ -- -!--- ~' L T"_ __ - -- - Do, . 

@) Long Tubular 

@ 

' 3- 4 2,400 

@ 
© 
@ 

@@ 

~ -~ 
~~ 

@) @ (38) 

4- 5 1,200 
1. 1,000 
.5 
.5 
.5 
.5 
.5 
.5 
.5 

10,000 
15,000 
25,000 
51,000 
99,000 

490,000 
1,000,000 

Brown 
Brown 
Brown 
Red 
Green 
Whit e 
Yellow 
Brown 

Black 
Bla ck 
Green 
Green 
Brown 
White 
White 
Black 

Re<l 
Orange 
Orange 
Orange 
Orang e 
Orange 
Yellow 
Green 
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PH I LCO 
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ADJUSTMENT OF MODEL go 

No. 85-A 

These receivers are accurately adjusted at the factory prior to shipment. Under no circum
stances are the compensating condensers to be changed in the field unless the proper instructions 
and equipment are available. Complete and simplified instructions and the Philco 095 oscillator can 
be obtained from all Philco distributors. 

MODEL go REPLACEMENT PARTS 

No.on 
Fig■ • 1 and 2 Deacrlption 

Q) Resistor (10,000 Ohms) . 
® Antenna Transformer 
® Resistor (1,000,000 Ohms) 
© Tuning Condenser (5G-60 cycles) 

Tuning Condenser (25- 40 eycles) 
© Compensating Condenser - Antenna -

Part of Tuning Condenser Assembly . 
® Condenser (.05 Mfd.) 
0 Condenser (.09 Mfd. and 200 Ohm Re-

sistor) . 

Part No, 

4412 
04317 
4409 

0430!) 
0·1310 

3615-L 

4989-L 
® Detector Transformer 
® Condenser (.09 Mfd.) 

. 04408 
3615-AJ 

@) Compensating Condenser - Detector -
Part of Tuning Condenser Assembly . 

@ Compensating Condenser-Coupling 04000-M 
@ Oscillator Coil 04409 
@ Condenser (700 Mmf.) . 4520 
@ Resistor (15,000 Ohms) . 6208 
@ Compensating Condenser -- Low Frequency 04000-B 
@ Condenser (410 Mfd.). 5120 
@ Compensating Condenser -· - High Fre-

quency -- Part of Tuning Condcnsm· 
Assembly 

@ First I .F. Transformer . 
@ 
@ 

® 
@ 

Compensating Condenser - First I.F. 
Resistor (1,000,000 Ohms) . 
Resistor (1,000 Ohms) . 
Compensating Condenser - Second 

Primary 
@ Condenser (2-.25, 2-.5 Mfcl.) 
@ Second I.F. Transformer 
@ Resistor (99,000 Ohms) . 
@ Volume Control . 
@ Compensating Condenser 

Secondary) 
@ Condenser (110 Mmf.) 
@ Condenser (110 Mmf.) 
@ Condenser (.01 Mfd.) 
® Resistor (1,000,000 Ohms) 
@ Resistor (490,000 Ohms) 

(Second 

• This item omitted on later production. 

I.F. 

I.F. 

04319 
04000-M 
4409 
4590 

04000-M 
04407 
04320 
4411 
6015 

04000-M 
4519 
4510 
:3903-~ 
,1517 
4,51G 

No.on 
Fig,. 1 and 2 Deacrlptlon 

(,:°(• Resistor (25,000 Ohms) . 
@ Resistor (25,000 Ohms) . 
@ Condenser (.01 Mfd.) 
@) Resistor (1,000,000 Ohms) 
@ Tone Control. 
@ Resistor (51,000 Ohms) . 
@) Push-Pull Input Transformer 
@ Condenser (1,000 Mmf.) • . 
@ Push-Pull Output Transformer. 
@ Voice Coil and Cone Assembly 
@) Speaker Field Assembled with Pot 
@ Pilot Light 
@ Condenser (.015 Mfd. Double) 
@ On-Off Switch 
@ Power Transformer (50-00 cycles) 

Power Transformer (25-40 cycles) 
Power Transformer (5G-60 cycles, 230 

volui) 
@ Electr olytic Condenser (6 Mfd.) 50-60 

cycles 
@) Filter Choke . 
@) Condenser (.15 Mfd.) 
® Condenser (6 Mfd.) 
® B. C. Resistor. 

Tube Shield . 
Knob (Large). 
Knob (Small) . 
Knob (Switch) 
Knob Spring (Large) 
Knob Spring (Small) . 
Grid Clip 
Two-Prong Socket Assembly 
Four-Prong Socket Assembly 
Dial Complete 
Bezel . 
Chassis Mounting Screw (2 Used) 
Chassis Mounting Screw (2 Used ) . 
Mounting Washer 
Rubber Washer 

PHILADELPHIA STORAGE BATTERY COMPANY 
Ontario and C Streets, Philadelphia, Pa. 

Part No, 

4409 
4409 
3903-X 
4409 

03137 
4518 
6064 
5215 
2635 

02874 
02892 
3463 
3793-E 
4095 
6072 
6073 

6074 

4916 
4819 
6287-B 
4916 
6071 

04311 
03063 
03064 
03437 

5262 
4147 
4897 
-1956 
5026 

03031 
5311 

W-664 
W-567 

5058 
5189 

Form No. isoo Printed in U.S. A . 
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